FLAMESTOP 36m
STAINLESS STEEL FIRE HOSE REEL

FIRE

SYSTEM
SERVICES

Certified Product

BMX e

FEATURES

e Suitable for marine applications.

® One year warranty from date of
delivery (warranty covers cost of
hose reel only).

o 22kg (approx).

o Certified to Australian Standard
AS1221

SUITS MARINE
APPLICATIONS

Our fixed Fire Hose Reel comes
with all parts required:

25mm ball valve (including

Fire Hose Reel suited to almost ~ nozzle locking device), hose

FlameStop’s 36m Stainless  For ease of use and the
Steel complete Fire Hose inclusion of heavy duty parts
Reel is suited to almost this makes FlameStop’s
any marine application
facing Class A fires.

SINGLEUNITS:  YES
BOX QTY: 1
PALLET QTY: 20

any installation and application.  guide, union and wall bracket.

PART NUMBER HREELV36-SS BALL VALVE ASSEMBLY ZINC COATED BRASS, SS HANDLE
MODEL NUMBER FSHR36SS NOZZLE TWIST ACTION BRASS

STD HOSE LENGTH & DIAMETER 36 METRES X 819MM PIPE STAINLESS STEEL

APPROVALS ASNZ 1221 VALVE STAINLESS STEEL

MINIMUM INLET PRESSURE 220KPA GASKET RUBBER

MAXIMUM WORKING PRESSURE 1350KPA ELBOW N/A

FRONT AND BACK PLATES STAINLESS STEEL MOUNTING PLATE STAINLESS STEEL

SUPPORT ASSEMBLY STAINLESS STEEL INLET PIPE / UNION STAINLESS STEEL

GUIDE ARM STAINLESS STEEL DIMENSIONS W550 X D220 X H550MM

FIRE T: 1300 88 FIRE (3473)

SYSTEM E: info@firesys.com.au
SERVICES W: www.firesys.com.au
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