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Front Elevation Side Elevation

Part # HR500REDT01Part # HR500REDT01

UV Stable  
Polyethylene Hub

4 Bolt Inlet Pipe  
(SS 316)

Adjustable Nozzle

SS Hose Guide c/w 
Nylon Rollers

1” Gal Hex Nipple / 
1” SS Hex Nipple
1” Brass Ball Valve / 
1” SS Ball Valve  
with interlock

Cast Bearing coated 
in Tectyl

SS Bearing in Poly 
Housing

1”BSP

1” Gal Union c/w Brass Seat / 
1” SS Union

Heavy Duty Hose Reel 

XX Roto moulded UV stable polyethylene drum

XX Stainless steel internal with Dual quad ring 
sealing. Tested to 400 PSI

XX Sealed bearings

XX Hose Capacity: 50m × 12mm hose, 36m × 
19mm hose, and 20m × 25mm hose

XX Black PVC hose conforming to AS1221.
Working pressure of 145 PSI

XX Brass/Rubber Adjustable spray nozzle

Hose Reel 

WE CAN 
CUSTOMISE

 TO YOUR 
REQUIREMENTS

VARIETY 
OF COLOURS 
AVAILABLE
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Double sided cradles for Heavy Duty Hose Reel 

Please note that this is for reverence only. Actual Double sided cradle supplied may vary. Galvanised Steel model shown 

Available in both Galvanized and Stainless Steel 

We offer fitting options to suit 
your requirements

Heavy Duty Hose Reel

Front Elevation Side 
Elevation

XX Galvanized steel hose guide

XX Cast bearing coated in tectyl

XX Rewind Handle

Galvanized Double sided cradles Part # HR500REDT03

55mm

XX 1’’ BSP Inlet thread

XX Custom setups for your work place

XX With interlock

Back pipe and valve

XX 316 Stainless steel hose guide

XX Stainless bearing, poly housing

XX Rewind Handle

Stainless Steel Double sided cradles
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