
WATER MIST ELECTRIC VEHICLE SYSTEM

The EVFS system is a fire-fighting device 

specifically designed for electric vehicles. It 

comprises of a water mist nozzle, Part No. EVFN 01 

and an extension pipe, Part No. EVNP 01, both made 

of stainless steel. The EVFN 01 nozzle is designed 

to spray water and water mist to help cool and 

extinguish the battery pack under the vehicle

chassis. The nozzle measures 79.5mm tall and has a wide spray angle, making it 

possible to position under most electric vehicle models, with good water spray and 

water mist coverage.

Working Pressure Range 7-30 bar (72-435psi)

Flow Rate 180LPM @ 7 bar

Agent Water, F-500 Encapsulator Agent

Material 304 Stainless Steel

Nozzle Type Water mist

Cover Area 2 x 6m

Inlet Type 38mm Male BSP Thread

Deploy Direction From sides, front or rear of a vehicle

EVFS Electric Vehicle Water Mist Spray System
0.85mm long, comes with quick connect couplingConnection Port

304 Stainless SteelMaterial

EVFS-PIPE Extension Pipe

FOUR DEPLOY DIRECTIONS

Blue: coverage of water mist

Red: battery area

Direction of Deploying

from front to rear

For more details

Fire System Services
email us: info@firesys.com.au
call us: 1300 88 3473
www.firesys.com.au

Stock Code: EVFS

EVFS + F-500EA System



ELECTRIC VEHICLE WATER-MIST SPRAY SYSTEM

Battery Pack Coverage – Effective Spray Area 5.5m x 1.55m at 150mm ground clearance. Two additional water 

mist nozzles cover the sides and top of the vehicle up to 1.8m high to help protect emergency responders. 

Fast Cooling Effect - the combination of spray and water misting discharge methods help absorb heat fast and 

efficiently. 

Absorb Toxic Gases – the fine water mist can absorb toxic gases produced from the battery chemical reaction.

Multi-Directional Use – with four deployment directions, induced from any side of the vehicle, wide–area coverage 

to the chassis and side of the vehicle is achievable. 

Compact Design – with a compact 79.5mm nozzle height from ground, it is suitable to slide under all electric 

vehicles currently available on the market. 

Robust and Durable Design – the entire system is made from 304-Grade stainless steel with high quality 

surface treatment for strength and durability.

Safe Operating Distance – Providing up to 2.8m safety distance (standard system + one extension pipe) from 

the burning vehicle coupled water spray protection, to protect emergency responders from heat and flames of the 

burning vehicle. 

Quick & Easy Set Up – Self-locking Connections between all main parts for quick set up, deployment and 

pack-down.

Insulating Coating – Protects the operator(s) from any potential electric shock risks.

Easy maintenance – a pre-fitted internal filter reduces the chances of blocking nozzles with foreign objects and 

allows for smooth operation and simple maintenance. 

F-500EA Solution Suitable – compatible with F-500 Encapsulator Agent which has been proved to enhance

water’s cooling effect by 4-6 times, making this combination incredibly effective on challenging EV Fires.

Applications:

• Suppress thermal runaway on Electric Vehicles.

• Extinguish / Contain EV fires to allow time for rescue.

• Cooling flammable liquid and fuel tanks.

• Explosion protection.

Car park, Maritime, Bridge and Tunnels, Hazmat storage, Fire brigade, EV charging stations.


